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Remove black rubber 

caps from the waterblock

Connect the tube with the waterblock 
as shown.  Use pliers to tighten the clips

Installation complete

A. Aluminum brace plate x 1  
B. Screw -12mm x 2  
C. Washer x 2 
D. Nut x 2
E. Strain set screw -16mm x 2  
F. Thermal Compound x1 

VGA Waterblock x1
Industrial-Grade Tube X2

Tube Installation >>

Components  >>

P/N:CL-W0088

Take the strain set screw(E)

and insert the washer(C) into

the screw

Put the screw(E) and 

washer(C) into the mounting 

hole shown in photo   

Put the screw(E) and 

washer(C) into another 

mounting hole

Turn to the back side of VGA card. 

Put the brace plate(A) through the 

strain set screws(E)   

Loosen the screws which are fixed on  the

waterblock
Apply a thin layer of thermal grease 

onto the GPU

Place the VGA waterblock 

on the VGA card with the 

polished side attach to GPU

Secure the brace  plate on VGA card by 

tightening the nuts(D) on strain set 

screws(E)

Waterblock  Installation >>

Repeat the steps for the second tube.
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 Connector Installation >> 

There are two types of quick connectors (6.4mm [1/4"] ID and 9.5mm [3/8"] ID). You can apply to the 
situation that fits your liquid cooling system .The following diagrams are 9.5mm ID (3/8") quick connector.

Repeat the previous action on the other 

oval plate of VGA  waterblock

   

Insert the screws(B) through the oval plate. 

Secure the  oval plate to strain set screw by 

tightening the screws(B)

A. 6.4mm ID (1/4") 

quick connector  x2

B. 9.5mm ID (3/8") 

quick connector  x2

Screw on the connector. 
Do the same action for the 
other connector

Installation complete
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NOTE:
Before installing, please 
make sure that the connectors are
 tightened properly. 

Upgrade your BigWater series with 

Aqua Brazing all copper series. 

You can apply to the situation which fits your 

liquid cooling system. Please refer to Thermaltake 

website at http://www.thermaltake.com. 

Combine with iTube series 
(The tube is not included the product)

There are two sizes of UV tube, 1/4" and 3/8", 

these are easy to fit your liquid cooling system. 

Please refer to Thermaltake website at 

http://www.thermaltake.com
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        CL-W0055

 Radiator

 CPU Waterblock(W1)

VGA  Waterblock(W2)

North bridge 
Waterblock(W3)

 Liquid Tank

 Liquid Pump
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