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Water Level Indicator

 P/N : CL-W0009

Application for  AMD and intel systems including pentium4 
  

www.thermaltake.com REVISION A. 2004.08

NOTE:Before installing,please 
make sure that the connectors on 
the Water Level Indicator  are 
tightened properly. 

How to install the internal water tank  >>

(a)Velcro

(b) Screw

> >

 Steady and connect water tank 

>
Install the nut
throughthe tube

Install the tube to
the connectors

Screw the nut   Release the nut of 
connector

> > >
Screw  the water 
tank on the case 
and steady it

Complete the 
installation of 
Flow indicator

>

 Steady and connect water tank 

Install one side of
Welcro on the side
of water tank

Install the other 
side of Welcro on
the case

Connect two sides
of Welcro to steady
water tank

Complete the 
installation of 
Flow indicator

Install the tube to
the connectors

Screw the nut   

> > >
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How to change the  size of the connetors  >>

> > >
Complete the 
installation of 
Flow indicator

Screw the nut   

Choice one of the 
addition connectors
you want to install

Release the 
connectors from
flow indicator 

Radiator

Waterblock

Pump
In

Out

Thermaltake

Water Level Indicator

NOTE:Before installing,please 
make sure that the connectors on 
the Water Level Indicator  are 
tightened properly. 



In
s

ta
ll

a
ti

o
n

 P/N : CL-W0009

Application for  AMD and intel systems  
  

www.thermaltake.com REVISION A. 2004.08

Water Level Indicator

Components  >>

Quick install 
Connector
    6.4mm ID (1/4")
tubing

Quick install 
Connector
    10mm ID (3/8")
tubing

Quick install 
Connector
    12mm ID (1/2")
tubing

>

Installation  >>

Release the original 
connectors from
Water Level 
Indicator

Choice one of the 
addition connectors
you want to install

Screw the 
connector 
properly

>

Install the tube to
the connectors

Screw the nut   

Complete the 
installation of 
Water Level 
Indicator

Test the Water 
Level Indicator to 
prevent leak 
before installing

Install the Water
Level Indicator  
in the case

> > >

>

Release the nut of 
connector

Put the nut
through the tube

>

Velcro X 2Complete screws

O
1

7
8

7

Check the 
appearance of 
the Water Level 
Indicator  complete

> > >

Before installing to motherboard,please follow  these steps as below to make sure that the Water Level  Indicatoris working
well without leaking
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