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Partl

Introduction

Introduction

1.1 Overview

Thank you for purchasing Thermaltake's latest Intelligent
Storage System: Muse 3.5" eSATA Enclosure. Thermaltake
formed anew division to furtherengineer and develop new
solutions to redefine reliability, portability, class and
elegance.

Muse Series Enclosures are completely manufactured with
Aluminum thatis able to transferheat away from the source
and dissipate silently through natural convection. With DA
Meter indicates the data transfer signaland blue LED back
light shining cold blue. Users feel conveniently with
excellent screwless design.

Users can enjoy thereliability and compatibility of data

transfer orbackup. Plug and Play, and Vertical stand, make
the drivelook betterit saves space.

1.2 Components Check

3.5" External Box Vertical Stand eSATA cable
d o o
| [ -
Bl

Power cable eSATA extended HDD Gasket
PCl bracket




1.3 Features

1.All aluminum fanless design.

2.Silver body with graceful curve.

3.Screwless design easy toinstall 3.5 SATA HDD without tools.
4 Datatransfer Meter with blue backlight toindicate digital signal.
5.Fully support SATA2 eSATA standard.

6.SATA to eSATAinterface - the bestperformance.

7.Compact mount easilyto stand.

8.Transfer speedup to 3Gbps

1.4 Technology Specification

P/N A2319

Application 3.5"SATAHDD
Weight 745g

Dimension 219 X 125 X 40.5 mm
Material Aluminum

Interface SATAto eSATA

ATA compatibility SATA2 BATA1

Transfer rate up to SATA2 300MB/s

Compatiable system Mac OS 9.04 up

eSATAexternal cable
Accessories Metal foot stand
SATAto eSATAPCI bracket

1.5 System Requirement

Note:Yourmotherboard's chipset mayhave to support SATA2 hot-plug ifyou want to
enable the hot-plugfunction.

The following chipssupport hot-plug:Intel ICH6R BICH7RVIB 8237R B

NVIDIA Nforceseries BN series 8iliconimage BSISBULI cany supportAHCI hot-plug
function.

Introduction

1.6 Appearance

eSATA Extended
PCI bracket

VMuse

oyeleWIBY L

N
(® HDD LED connector to chassis LED ((3) HDD LED connector to Motherboard (&) Power connector

@ sATAport @ Power port ) esaTAport €) 3;?&?:2:;:::;?! @ eSATA @ Power Connector

0 Power Switch & Easy Click button

Note: The power switch mark of "-" is"turn on"




Installation

2.1 Hardware Installation

1 Push the Easy Click Button to open the case.

P a rt II ?) Connect the power Cable.
Installation

3 Connect the SATACable.

4

NOTE: You may have to install the "HDD Gasket" if HDD not fixing
tied enough.




5 Close the top cover of case.

Install the eSATAPCI extended
bracket to thechassis.

Connect the 4pin MOLEX Power
connector of theextended bracket to
the Molex connector of power supply.

Connect the SATA connector of the
extended bracketto the motherboard's
SATA port.

Installation

Connect the HDD LED connector tothe
motherboard's HDD LED pins.

———

1 Connect the"HDD LED"connector of
chassis.

.

1 Connect the eSATAcable from PCI Slot
to Enclosure. =

1 Connect the Power cable from PCI Slotli&s
to Enclosure. <




2.2 Howto remove this enclosure from computer

Whatever what kinds of OS you are using (Win98 SE/ 2000/ Me/ XP),
please follow thesteps as belowto remove thisexternal enclosure
safely.

Step1 .Double click rapidly on green arrow icon at rightdown corner of
screen

Step 2.Windows willpop a windowto ask ifyou would liketo
disconnect thisdevice.

Youcould remove easily this portable enclosure after completing all
remaining steps infew seconds.

Product Warranty (One year ProductWarranty)
NOTE: If the PCor this storageis damaged byfault operation of

user, wewould not takethe responsibility ofcompensation or
repair.

"N. AmericaSupport please visithttp://www.thermaltake.com/eworks.htm

2.3 NOTE:

Even if you have eSATA port buit in the Motherboard, you still have to
install the PCI extended bracket to get power from it.
The datatransfer meter may action when any of your hard drive in used.




Note
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