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TRADEMARKS

All brand and product names are trademarks or registered trademarks of their
respective companies.

NOTE
The information in this manual is subject to change without notice.



Important Notes

If your Muse X-Duo RAID system is without hard disk drive
installed, follow the instructions on this User’s Guide to perform
hardware/software installations and start Muse X-Duo RAID storage
system management.

If your Muse X-Duo RAID system comes with hard disk drive(s)
already installed, skip the hardware/software installations portions
and go directly to Storage System Management (Section 3.2 of
Chapter 3).

Your Muse X-Duo RAID system does not support USB hub connects
to USB port.

When installing hard disk drive to your Muse X-Duo RAID system,
suggest using the same vendor and the same size hard disk.
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Chapter 1 Introduction

Your Muse X-Duo RAID is a high-performance, extremely flexible RAID
(Redundant Array of Independent/Inexpensive Disks) subsystem.

RAID technology, one of the best solutions for protecting your data, provides
higher data integrity and availability than single standard hard disk storage.
With the ability of error detection and redundant storage system for recovering
original data, RAID system is an ideal configuration to safeguard valuable data
with stream-lining performance.

Additional features include:

RAID Mode

RAID Degrade

HW (hardware) Health Monitor

UPS (uninterruptible power supply)

Reset to Factory Default Setting

One-touch Backup

Event Log

Software shutdown by using Web Management
Can function as a FTP server and printer server

DHCEP client support




1.1 Package Contents

Includes the following:

Muse X-Duo RAID Storage System
HDD Rail x 2

Power Adapter

Power Cord

RJ-45 Ethernet Cable

Set of Screws

Utility Disc

Quick Start Guide




1.2 Specifications

| NOTE: Specifications are subject to change without notice.

Hardware

Processor

LSI NAS201

System Memory

128 MB of DDR2 SDRAM

Flash Memory

8 MB

Hard Disk Drive Bay/Type

Up to two 3.5-inch SATA (Serial ATA)
Storage Capacity

Using 750 GB drives provides up to 1.5 TB
One Touch Button

Backup files from digital camera, mass storage,
and Card Reader

Software

Network Client Support

e Microsoft Windows, Mac (10.4.x)
Network Protocol

e TCP/IP

e HTTP

e FTP

e SMB/CIFS

Application for NAS Management
e Data Sharing, Protection

e Data Backup and Recovery (future option)
e Web User Interface

Disk Configuration

Single, RAID 0/1, and JBOD
Browser

e Internet Explorer 6.0

e Firefox 2.0

Network

Automatic MDIX RJ-45 port
(10/100/1000 Mbps)

Others
e  USB port for still images, mass storage,
printer

e Card Reader (MMC, SD, MS card)
Power Supply
DC Output 12V /5A
Dimension
(H)140 x (W)120 x (D)240 mm
Weight
1.8 kg
Environment
. Operatin%temperature:
0 °C (32 °F) to 40 °C (104 °F)
e  Storage relative humidity:
5 % to 90 % non-condensing

Others

English language support

Real Time Clock (RTC)

Programmable system clock

Network time protocol support

DHCP Client support
Hardware/Software power off

Reset button to return to factory default
setting

Firmware upgradeable

FTP server and printer server support
Media Server (DLNA v.1.0) support
Event logs and email alerts

Hot swap and automatic rebuild
remove and insert hard disk under RAID 1
rebuild new hard disk automatically

e Hardware monitor / temperature sensor




1.3 System View

Front Components

Muse X-Duo RAID

Network Access Sever

Thermaltake

SD/MMC/MS
]
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Ref Component Description

o

Hard Disk Drive Contains two hard disk drive slots.

Compartment

@ Compartment Allows you to pull open the hard disk drive compartment
Cover Opening cover.
Slot

Device Indicators

Power (') Glows blue to indicate the power is on.

Network % Glows green to indicate system is connected to network.

Blinks green to indicate system is trying to establish a
network connection.




Ref Component

Description

© Device Indicators (continued)

RAID RAID  Glows blue to indicate RAID function is implemented.

Blinks blue to indicate RAID function is rebuilding the
hard disk drive.

Glows red to indicate RAID function is inactive/
malfunction.

HDD1 ﬁ Glows blue to indicate hard disk drive 1 is on standby.

(right slot)  Blinks blue to indicate read/write functions of hard disk
drive 1.

HDD2 % Glows blue to indicate hard disk drive 2 is on standby.

(left slot) Blinks blue to indicate read/write functions of hard disk

drive 2.

ots{)

Glows blue to indicate system is connected with USB
storage device(s), or SD/MMC/MS card through Card
Reader slot.

Blinks blue upon pressing the One-Touch Backup button
to indicate read/write function.

@ One-Touch

Backup Button %

Allows you to backup files from digital camera, mass
storage device, or Card Reader.

© Card Reader

Accepts a MMC (MultiMediaCard), SD (Secure Digital),
or MS (Memory Stick) card for removable storage media.

® USB Port*<%

Connects to a USB device, such as a USB mass storage
device.




Rear Components

Ref

Component

Power Switch

Description
Turns the power on (I) and off (O).

Power Connector
DCIN

Connects to the power adapter.

Reset Switch
RESET

Allows you to reset the system to the factory default
username, password, DHCP, and IP.

o ® ©o©

RJ-45 Connector
LAN

Connects the LAN cable.

Green LED (upper) — glows green when the system has an
available connection to LAN.

Yellow LED (lower) — blinks yellow when the system is
accessing the LAN.

)

USB Ports *<s*

Connect USB devices, such as USB mass storage device
or digital camera.

@

Ventilation
Opening

Maintain proper operating temperature. Do not cover or
block the openings.




Chapter 2 Setting Up

Step 1. Install the Hard Disks

1. Pull off the hard disk drive compartment cover from the device by pulling
on the indented portion.

; % Muse X-Duo RAID

i Network Access Sever

CAUTION: Be gentle when pulling off the cover. Pulling it vigorously could damage the
cover hinges and device. The compartment cover was designed as a flat surface for the
protection and safety of data and hard disks. It is not encouraged to open the compartment
cover frequently.




2. Fasten two screws on "1" position to secure the HDD rail on the hard disk
drive. Fasten three screws on the opposite side of the hard disk drive
(without HDD rail).

HDD
Connector
Side

NOTE: Install the first hard disk drive on the right slot, the second hard disk drive on the left
slot. This is important when implementing RAID.

4. Repeat step 2 and 3 to install the second hard disk drive.




5. Slide the second hard disk drive all the way into the left slot.

6. Place the hard disk drive compartment cover back on the storage device.

CAUTION: Be gentle when replacing the cover to avoid damaging the cover hinges and
device. Replacing it vigorously could damage the cover hinges and device. The
compartment cover was designed as a flat surface for the protection and safety of data and
hard disks. It is not encouraged to open the compartment cover frequently.

In the event that you would need to remove a hard disk drive, pull on the plastic
handle and slide the disk off the compartment.




NOTE: If you have two hard disk drive installed, remove the hard disk drive on the left slot
first, then remove the hard disk drive on the right slot.
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Step 2. Connect to the Network

1. Make sure that the computer is connected to a router.

2. Connect one end of the Ethernet cable to the network connector (LAN) on
the back of your storage system (Muse X-Duo RAID) and the other end to a
router.

Or you can connect both your computer and storage system (Muse X-Duo
RAID) to one switch, and this switch is connected to the network which has a
DHCEP server.

11



Step 3. Connect to Power

1. Make sure that your storage system is turned off (Power switch on the “0”
position).

2. Plug the DC cord of the AC adapter to the power connector (DC IN) on the
rear of the storage system (@).

3. Plug the female end of the AC power cord to the AC adapter and the male
end to an electrical outlet (@).

CAUTION:
o When you disconnect the AC adapter, disconnect from the electrical outlet first and then

from the storage device. A reverse procedure may damage the AC adapter or the

storage device.
o When unplugging the connector, always hold the plug head. Never pull on the cord.

Step 4. Configure Your Storage System

See the next chapter for the software configuration instructions.

12



Chapter 3 Configuring Your Storage
System

You must install at least one hard disk (right slot) before your storage system
can provide services.

iBook

0

Laptop computer

Il

—
A\

IBM Compatible

—_—
—_—
—_—

Laptop computer
—_—

IBM Compatible

Laptop computer

An Muse X-Duo RAID network consists of an Muse X-Duo RAID server and
several clients connected via network links.

13



3.1 Installing and Starting the Storage System Management

You need to install Storage System Management before you can perform any
system configurations.

| NOTE: Make sure that your storage device is powered off.

1. Insert the included utility disc into your computer and the following screen
appears (if not, click on the file AutoRun. exe on the utility disc).

s

@ Thermaltake Welcome to Muse X-Duo RAID

Please select following functions:

14



2. Click Install Java to install JAVA script on your computer and the following
screen appears.

i'é’n Java{TM) SE Runtime Environment & Update 1 - License : il

License Agreement

Flease read the following license agreement carefully. 0
Sun.

Sun Microsystem=, Inc. Einary Code License Lgreement 3
for the JAVAL SE RUNTIME ENVIRCHNMENT (JRE] VERSICH 6

SUM MICROSYITEMS, INC. ("SUN™) IS WILLING TO LICENSE THE
SOFTWARE IDEMNTIFIED BELOW TO YOU CNLY UPON THE CONDITICN
THAT ¥OU ACCEPT ALL ©F THE TEEM3 CONTAINED IN THIS

BINARY CODE LICEN3E AGREEMENT AND 3UFPLEMENTAL LICENSE
TEREMZ (COLLECTIVELY "AGREEMENT™).O FLEL3E READ THE
AGREEMENT CAREFULLY.O EY DOWNLOADING OF INITALLING THIS j

& Typical setup - All recommended Features will be installed

" Cuskom setup - Specify the Features to install. For advanced users,

Decline I Accept = I

3. After reading the license agreement, click Accept and the following screen
appears showing the progress of installation (this may take a couple of
minutes).

i'é‘- Java(TM) SE Runtime Environment & Update 1 - Progre - |EI|5|

Installing

The program Features vou selected are being installed. 0
Sun.

Flease wait while the Install Wizard installs Java(TM) SE Runtime
Enviranment & Update 1, This may take several minutes.

Skatus:

Extracting Installer

15



4.

5.

Click Finish when the following screen appears to exit installation.

i'é'n Java({TM) SE Runtime Environment & Update 1 - Complek il

Complete

The Install Wizard has successfully installed Jawa(TM) SE
Rurkime Environment & Update 1. Click Finish to exit the
wizard,

Click Setup NAS Discovery Utility.

(@

— X

k[g‘} Thermaltake Welcome to Muse X-Duo RAID

Please select following functions:

=} Install Java

= | Setup NAS Discovery Utility
=3 Install NAS Backup Master
g J Manual

=} Quick Start Guide

16



6. The following screen appears. Click Next.

{5l Setup - NAS Di ] |

Welcome to the NAS Discovery
Utility Setup wWizard
Thiz will inztall MAS Discovery Utility on pour computer.

It iz recommended that you cloge all other applications before
continuing.

Click Mest to continue, or Cancel bo exit Setup.

Cancel |

7. Select the destination to install the NAS Discovery Utility and click Next.

fl5! Setup - NAS Discovery Utility

Select Destination Location
where should MAS Dizcoverp Utility be installed?

B Setup will inztall MAS Dizcavery Utility inta the following Folder.

To continue, click Mest. |f you would like to zelect a different folder, click Browse.

Browse... |

At leazt 127.5 MB of free disk space is required,

< Back I Next > I Cancel

17



8. The Select Start Menu Folder screen appears, click Next.

]i‘.q setup - NAS Discovery Utility

Select Start Menu Folder
wihere should 5etup place the program’s shortouts?

Browse. . |

< Back I Mext » I Cancel |

9. Click the Create a desktop icon checkbox to enable it and click Next.

{5 Setup - NAS Discovery Utility

Select Additional Tasks
“which additional tazks should be performed?

Select the additional tasks you would like Setup ta perfarm while instaling HAS
Dizcovery Utility, then click Mest.

Additional icons:

< Back I Mext » I Cancel

18



10. When the Ready to Install screen appears, click Install.

]i‘.q Setup - NAS Discovery Utility

Ready to Inztall
Setup iz now ready to begin ingtaling MAS Dizcovery Utility on your computer.

Click Ingtall to continue with the installation, or click Back if you want to review or

change any settings.

Drestination location:
C:\Program Filez\MAS Dizcaveny tility

Start Menu folder:
MaS Dizcovery Ll

Additional tasks:
Additional icons:
Create a desktop icon

o

< Back

Cancel |

11. The progress of installation will be shown onscreen.

]i‘.q Setup - NAS Discovery Utility

Ingtalling
Fleaze wait while Setup install: MAS Dizcovery Utility on your computer.

Extracting files...
C:\Program Files\MAS Dizcovery UtilitphfirrmwarehAG_MAS-2.7.1.0403.cpio.bz2

.
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12.

13.

When the following screen appears, click Finish to exit the installation
process.

{5 Setup - NAS Discovery Utility I ] |

Completing the NAS Discovery
Utility Setup Wizard

Setup has finished ingtaling MAS Dizcovery Uity on pour
computer. The application may be launched by selecting the
installed iconz,

Click Finish to exit Setup.

Click the NAS Discovery Utility shortcut icon on your desktop BSSEE
or you can launch the NAS Discovery Utility by clicking Start - Programs
-> NAS Discovery Utility > NAS Discovery Utility. Click Yes when the
following screen appears to allow ActiveX controls.

Internet Explorer x|

i Some software [Achiveld contols] on this page might be
?. ungafe. It iz recommended that pou not run it. Do pou
: wiant to allow it to run?

20



14. The following screen appears.

WO ARacHeEd SIorate DISCoVErV U

FriendlyName m MAC Address

Available Firmware Version: AG_NAS 2.7.0.0318

Configuration URL Upgrade MAP Shares

Software Version

21



15. With the storage device still powered-off, press the Reset switch (@ RESET)
by inserting a small rod, such as a straightened paperclip into the Reset hole
until you feel a “click” and continue pressing it; and press the Power switch
(@) to the On “1” position on your storage device at the same time.

DO NOT release the Reset switch until after the RAID indicator ( RAID )
stops blinking blue (turns on and off and on continuously) and stays lighted
solid blue (total may take 15~20 seconds).

Muse X-Duo RAID

Network Access Sever

NOTE: Perform step 15 again if RAID indicator continues blinking after waiting more than
five minutes.

22



16. Wait for a while (approximately 3~5 minutes) until the following screen
appears. Click on Click to Configure RAID Profile under the Configuration

URL column.

NOTE: If the next screen does not appear after the RAID indicator stays lighted solid blue,
press F5 or refresh the browser.

SR
Available Firmware Version: AG_NAS2.7.0,031¢

VETWOrk Atta ed cfage DIscovery Uity
F{iandl\fﬂmun IP Address MAC Address Software Versi I Upgrade MAP Shares
Lonfigyre RAID s

mailable [ o

1 (none) 1921681102 0040908327 a0 Zero-Disk

23



17. The following screen appears. If you do not want to use the current RAID
type setting (example RAID 1), change the RAID configuration by clicking
the radio button of the available RAID configuration on the CHANGE TO
column under RAID Profiles, then click CHANGE, otherwise click on E3
located on the top-right corner of your screen and go to step 20.

MODEL | SERIAL
1 Hitachi HOT7 2504 0V0A380 || WFASOOR3COAERB |

[ToTAL
37239 GH | 37239 GH

: 2 ||Hitachi HDT?2504DVLA3BD: VFAIODR3COKPRE | 372.38GB || 3723968

RAID Profiles

If you want the Raid Type different from current setting. Please select one
and click Change button to change it. After that, you have to reboot again.

NUMBER | payp v
- %

STATUS | SIZE | | CHANGETO |
|
o 2 RAID-1 Mone 37238G8 | O RADO CHAMNGE

e (Current setting)

hitp:#/192.168.1.117

¢ i) Changing RAID Level will Reboot the svstemn Automatically,
- Do You Want to Continue?

[ OE | [ Comel
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19. The following screen appears.

System is Rebooting...
It will take around 3-5 minutes.

Once NAS is up, the page will be updated Automatically.

(T )

25



20.

If the NAS Discovery Utility screen is not on your computer anymore, again
click the NAS Discovery Utility shortcut icon on your desktop or you can
launch the NAS Discovery Utility by clicking Start <> Programs > NAS
Discovery Utility = NAS Discovery Utility.

When the following screen appears, click the Click to Upgrade under the
Upgrade column.

et}

(WO AECHeg SIorage DISESVETY U
F(iamllv!l.nnn IP Address MAC Address Software Version E’E’Eﬁ!m‘"iw

1 {none) 1921681 102 0040:d0:82:27 a8 Zero-Disk Configure RAID

Available Firmware Version: AG_NAS2.7.0,0319)

Llickto

Erofile
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The Upgrade column will show Will start soon to start the upgrade process.

Available Firmware Version: AG_NAS-2.7.0.0319]

L= _ __ _ __ ]
FriendlyName MAC Address  [Software Version  [Configuration URL AP Shares

{miria) 1921681102 00:40:40:85:2T:a5 " Zero-Disk Wpgrading Will start soon

21. The Upgrade column will show various stages of the upgrade process: (total
45 minutes or more depending on the size of the hard disk)
e Upload % Done
e Verifying Checksum
e Extracting Firmware
e Installing OS
e Installing Kernel
e Installing Media Server
e Installing KHTTPD
e Installing Samba
e Installing Configurator
e Installing NASUltils

27



22. When the upgrade process is done, the following screen appears and the
Upgrade column will show Upgrade Done: Rebooting.

Available Firmware Version: AG_NAS 2700319

MAP Shires

Upgrade Done: Rebooting...

i Frendiyame ——— [P Adiress —— [WAC Addros

1 {none) 1921681102 00:A0:d0:8a:27:38 Zaro-Disk Upgrading
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23. When the following screen appears, click the Click to Configure NAS under
the Configuration URL column to log in to Storage System Management.
Proceed to the next section for details on Storage System Management.

Available Firmware Version: Ac_NAS 2.7.0.0319

P Shares
Availabie (SR Click o Map |

m FriendlyName IP Address MAC Address

1 Muse_x-Dus_RAID 192:168.1.102 D04Dd0Ba 2732 AG_NAS-2.7.0.031841

29



3.2 Starting Storage System Management

1. Click the NAS Discovery Utility shortcut icon on your desktop or you can
launch the NAS Discovery Utility by clicking Start > Programs - NAS
Discovery Utility - NAS Discovery Utility.

| NOTE: If the following screen appears, click Yes to allow ActiveX controls.

Internet Explorer x|

ri@ Some software [Activer contralz] on thiz page might be
?. unzafe. It is recommended that you nat run it Do you
: want ko allow it to run?

Warning - Security

The application’s digital signature cannot be verified. |
Do you want to run the application?

Name: NASDiscoveryApp
Publisher: MMAS

From: file:ff

I Always trust content From this poblisher :

Run Cancel

"’ The digital signature cannot be verified by a trusted source. Only :
More Infarmation...
- rur if wou trust the otigin of the application,

30



2. When the following screen appears, click the Click to Configure NAS on the
Configuration URL column to log in the Storage System Management.

Available Firmware Version: AG_NAS 2.7.0.0319

MAP Shares

m FriendlyName IP Address MAC Address

1 Muse_x-Dus_RAID 192.1681.102 D04Dd0Ba 2732 AG_NAS-2.7.0.031841

Status

Arailable (SR Click o Map |

|2 Click bo Configure NAS
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3. The system automatically scans the network for storage systems. This might
take a few minutes. The following screen appears.

Enter your login information,

User name | |

Password | |

Language |English w

4. Enter the default User name “admin” and the default Password
“password” then select the desired language.

5. Click Log In. The Storage System Management homepage contains six tabs
namely, My NAS, Users & Groups, Shared Folders, Disk, Advanced, and
Logout appears.
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3.3 My NAS Page

Displays a list of your storage system information (name, kernel and flash
version, MAC and IP address, subnet mask, gateway IP address, disk mode,
system and data utilization), and current connections (shared folders, users, and
login time).

System utility: shows the current system data partition usage.
Data utility: shows the current data partition usage.

My MaS ‘ Users 8 Groups | Shared Folders | Crisk | Advanced | Logout

== System setting
== Mebwork setting Y

MMAS Mame: Mas

Middlieware version:  AG_MAS 2.7.0.0319-v1.3

Flash Yersion: 0.1z

Mac; 00:40: D084 27 AT

IP: 192,168.1.117

Submask: 255.255,255.0

Gateway IP address: 192,168.1.3

Disk Mode: Single

Swstem utilization: 19%: (350M)2.0G)

Data utilization: 1% (320K)371E)

i Current Connections

—Connections
Shared Folders Users Login Time

33



System Setting

Allow you to specify the storage system name, date, time, time zone, NTP
server name or IP address, administrator name, and password.

1. On the My NAS page, click System setting and the following screen appear.

Iy MAS | Users B Groups | Shared Folders | Lrigk

Advanced Logout
= Sywstem setting |
My NAS : System setting
== Mebwork setting
‘fou can sek the MTP servar , change the NAS name and administrator username/password,
— System settings
Starage system % |Nas |
Tiarme '
Date ¢ |oa vy |ze w2007 v |imonth  Day | vear)
Time ¥ | 15: i | 4 | 56 (W | i | 39 W |(H0ur : Minute @ Second)
Time zone 3 | (GMT-H0E:00) Taipei W |

MTF server name or IP address !time.stdtime.gov.tw

— Administrator login

Administrakor name

[
Passwiord ] |

Confirm password

charackers,

L-I) The password cannot exceed eight characters, Administrator can not excess 15

Apply

—————SSSssssssssssssssssssssss———___mpaaa—

NOTE: Be careful when changing the Storage System Name. Inform your clients

including shared folders or backups.
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To change this . .. Do this ...

Storage system name Enter the new name to use for the specific
storage system. The name can be up to 15
characters long and can include letters,
numbers, and hyphens.

Date, Time, Time zone In the Date fields, enter or select the month,
day, and year.

In the Time fields, enter or select the hour,
minute, and second.

In the Time zone list, select the time zone.

NTP server name or IP address Enter the name or IP address of the Network
Time Protocol server from which the storage
system could adjust its time automatically. You
can use an NTP server name only if it is
resolvable/recognizable.

NOTE: The NTP server name’s maximum
number of characters is 64. Can include only
letters (uppercase and lowercase A~Z),
numbers (0~9), hyphens (-), underlines (_), and
dots (.).

The IP address’ maximum number of character
is 15 (including the three *.”). The format is
XXX.XxX.xXX.xxX and the value of xxx is

between 0 and 255.
Administrator name In the Administrator name field, enter the
Password administrator name for logging in to the

. Storage System Management.
Confirm password .
In the Password and Confirm password fields,

enter the password for logging in to the Storage
System Management. The administrator name
and password are case-sensitive.

NOTE: Maximum number of characters is 8.
Can include any printable ASCII characters but
not (').

2. After making the necessary changes, click Apply.

3. When the confirmation message appears, click OK for the changes to take
effect.
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Network Setting

Allow you to configure the network settings that include the workgroup name,
MAC address, and FTP server settings.

1. Click Network setting and the following screen appear.

= Syskem setting

== Mebwork setting |

Py MAS | Users 8 Groups | Shared Folders | Disk Advanced

My NAS: Network setting

@ Groupname can nok excess 15 charackers,

‘“Warkgroup name: MMAS

—Part 1

Logout

MaC address: 00:40:00:88: 2747
@) GetanIP address automatically
) Usethis IP address:

IF address

Subrnet mask

oo
Jod
oog

00

Gateway IP address:

LS server setkings

DM5 server ¢ |10 .

-
u
¥

—FTF serwer settings

[ Enable FTP server

Apply
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To change this . .. Do this ...

Workgroup name

Enter the new name for the specific workgroup.

NOTE: Maximum number of characters is 15.
Can include only letters (uppercase and
lowercase A~Z), numbers (0~9), hyphens (-)
and underlines (_). The first character must be a
letter (uppercase and lowercase A~Z).

Get an IP address
automatically

If you have a DHCP server on your network,
the server can get its IP address from that
DHCP server automatically.

Use this IP address
IP address
Subnet mask

If you do not have a DHCP server, you must
specify an IP address, subnet mask, gateway IP
address, and DNS server.

NOTE: Maximum number of characters is 15
(including the three “.”). The format is
XxX.XxX.xxX.xxx and the value of xxx is
between 0 and 255.

Enable FTP server

Allows your storage device to perform as an
FTP server, and it is highly recommended to
download the data transfer tool from
http://filezilla.sourceforge.net/.
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REMINDER: If you are using Filezilla as your FTP data transfer tool, DO NOT enable the
Use multiple connections to transfer files setting. Or, if you are using another FTP data
transfer tool, make sure to only upload one file at a time per connection.

[Z FileZilla version 2.2.16

Transfer View Qleus Server Help
YR %
Export sethings... -
P A Import settings... | User | | Passward | | Port | | [ Quickgornect]+
Local Siter | C:iWideo_WhWiWidea whdvh, | Remote Site:
1) Video iy ~ | Filename Filesize | Filetype Date
() WINDOWS
e Dt
g E: =
R v
Filename  # Filesize  Filatyps Last M A
2. E
-+ 2,moa 2ISME  Winamo media fil=  8/30j2c™
£ | P < | b
7 files with 308749723 hytes,
Local Filenarme Size  Direction | Remote Filename Haost Status
< 2
Enter the options Dialog of FileZila Queue: 0 by

FileZilla Options

= Connection ~ le transfe aqs
Firewall settings
Prowy settings [Ipreserve dateftime of downloaded files
FTP prosy settings
G55 support
Directary cache Use primary connection For transfer if file size is smaller
Ident server
SFTF seftings [use multiple connectians to transfer files
A5 Binary Transfer up files at the same
Speed Limit
Compressian TF the target File of  transfer already exists, you can specify a defaul:
B Intefface settings @tk
Local file list B
(O Overvrite
Remate file list .
L (O Overvrite if newer
anguage
Miscellansaus 3 Oresume
e simine tosiee ) | (CYRename
Crskip
[ pisplay all file revisions on M servers




If you choose the option Use this IP address, the following appears.

My MAS | Users & Groups | Shared Folders | Disk Avanced Logaut

> System sekting

My NAS: Network setting
=7 Mebwork settipg !

§ hitp://102.168.1.104:8081

/% If wou have changed the network address, reaccess the TT wath the new address or ns the WA discovery ool to

BN B s Hevios et

MAC address: 00:40:D0184: 27196
O GetanIP address automatically

(&) Usethis IP address:

IF address 168 | [ o7 |
Subnet mask: EE_| 255 |, 0
Gakeway IP address: ltes | N

DMS server settings

DS server o IE‘ D’E

—FTP server sektings

Enable FTP server

R ———

2. After making the necessary changes, click Apply.

3. When the confirmation message appears, click OK for the changes to take
effect.

WARNING: If you change the Static IP (Use this IP address) back to Dynamic IP (Get an
IP address automatically), you need to shutdown the Storage System Management and
restart it again.
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3.4 Users & Groups Page

Displays a list of all currently configured users and lets you add, modify, and
remove users. This area also allows you to add, modify, and remove groups as
well as perform quota management.

Users

1. Click the Users & Groups button on the Storage System Management
homepage. The following screen appears.

Wy MAS | Users B Groups | Shared Folders Disk Advanced Logout

== Users
"""""" Users & Groups : Users
=2 Groups
=2 (Quota management Add the users here, After the user is added, assign the user to shared Folders by clicking the Shared

............ Folders tab to assign access

WWindows users can be joint inko groups and assign several users to a shared folder

—Users

Select Name Type

O quesk Windows/Mac 035 ¥ user (CIF3)

Edit Remove

2. Add the users. After the user is added, you can assign the user to shared
folders by clicking Shared Folders to assign/restrict access (see later section
for further details).

40



NOTE: Windows users can be joined into groups as well as assign several users to a
shared folder.

3. Click Add and the following screen appear. You must provide the requested
user information.

Iy MAS | Users 8 Groups | Shared Folders Disk &dvanced Logout
> Users
"""""" Users & Groups: Users
= GEroups
== Quota management Use this screen o add a Microsoft Windows or Mac OF X user,

Erter the name and the password For the user. The user must enter this name and password to access
any shared Folders,

gﬁ’) The password cannot exceed eight characters,

User niarme b | |

Fassword ; | |

Confirm password | |

Cancel
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To change this . .. Do this ...

User name
Password
Confirm password

In the User name field, enter the user name.

NOTE: Maximum number of characters is 8.
Can include only letters (uppercase and
lowercase A~Z), numbers (0~9), hyphens (-),
underlines (_) and dots (.). The first character
must be a letter (uppercase and lowercase
A~Z). Must not be any of the following
uppercase or lowercase words such as “root,”
“pbackupuser,” “nobody,” “ftp,” and
“anonymous.”

In the Password and Confirm password fields,
enter the password for accessing any shared
folders.

NOTE: Maximum number of characters is 8.
Can include any printable ASCII characters but
not ().

4. Click Apply and the new user would be added. Repeat the above steps until

you have added all the users that you want to add at this time.
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5. Click Remove and the following screen appears, allowing you to specify the
type of user (Windows/Mac OS X) you want to delete.

Iy MAS | Users B Groups | Shared Folders Digk Aihvanced Logout
= sers
"""""" Users & Groups : Users
== Groups
= Quota management Add the users here, AFter the user is added, assign the user ko shared Folders by clicking the Shared

Folders tab o assign access

Windows users can be joint inko groups and assign several users to a shared folder

—Users
Select Name Type
O quest WindowsMac 035 ¥ user (CIFS)
O] test Windows(Mac OF X user (CIFS)

The page at http=//192.168.1.117:8081 says: X

ifj) A e wom sure wow want to delete CIFS vsertest?

[oK J[ Cancel]

Edit
| |
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6. Click Edit and the following screen appears, allowing you to specify the

type of user (Windows/Mac OS X) you want to edit.

My HAS Disk

| Users B Groups | Shared Folders

= Users

Users & Groups : Users

@ The password cannot excesd eight characters,

schranced

The user must provide this user name and password to access any shared Folders,

User name X |test

Password ! |

Confirm password |

Logout

Appl
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Groups

Placing users into groups makes it easier to give several users access to the same
shared folder at once.

1. Click Groups under the Users & Groups page. The following screen appears.

| NOTE: Only Windows users can be included in groups.

Iy MAS | Users 8 Groups | Shared Folders | Disk Advanced Logout
== Users
|' Users & Groups: Groups
2= (Groups
=2 Quoka management Grouping users provides a way to assign many users to shared folders at the same time, Only Microsoft

Windows users can be included in groups.

To create a group, click Add. To edit a group or add users to a group, select the group, then dlick Edit,
To delete a group, select the group, then click Remowve, Removing a group does not delete the individual
users,

Groups: Mermbers:

Edit Remove
|
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2. Click Add and the following screen appear. Enter a group name and add all
or selected users to this group.

> Users

Iy MAS | Users B Groups | Shared Folders | Disk Advanced Logout

Users & Groups : Groups

Grouping users provides a way to assign many users to shared Folders at the same time, Only Microsoft
Windows users can be included in groups.

Enter the name of the group. This name can be up ko 15 characters long and can contain lekters
(uppercase and lowercase A-Z), numbers (0-9), hyphens (-, and underlines (),

To add users to the group, select the users in the right column, then click Add Selected User(s), To add
all users ta the group, click Add &ll Users. To delete users From this group, select the user(s) from the left
column, then dlick Remaove Selected User(s), To delete all of the users from this group, click Remave all
Users,

Group name ||

Groups members: Available users:

test

I ——————

You can also remove all or selected users from a group.

3. Click Apply.
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Quota Management

Allows the administrator to limit (enlarge/shrink) user disk space.

NOTE: Before enabling/disabling Quota Management, make sure that iTunes is not
enabled, no USB device is mounted, and there is no existing Samba connection to your
storage device (see later section for details).

1. Click Quota management under the Users & Groups page. The following
screen appears.

My MAS | Users & Groups | Shared Folders | Digk | Advanced Logout

= lsers
.................................. IUserS & Grollps :Quota management
= Groups
T t """""""" = | / ‘When iTunes is enabled or USE device mounted or existing samba connection, the
=% Quota managemen | e Quota management can not be enabled or disabled,

O Eniable quota For all users
. . R ]
Quota size on the SATA disk. |0 ME

Administrator password: |

Users: Ciuata status For user :
B neam e
test
Quota Size: oME
Used Size: 0MB

Available Size: O ME

Set the Quota Size of guest on the SATA disk
& Ha it © quata Size :0 ME

Administrator password |
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2.

To change this . .. Do this ...

Enable quota for all users Click the checkbox to set quota for all

Quota size on the SATA disk ~ Vindows users.
In the Quota size on the SATA disk field, enter
the quota size (MB).

In the Administrator password ficld, enter the
password for logging in to the Storage System
Management. The password is case-sensitive.

Administrator password

NOTE: Maximum number of characters is 8.
Can include any printable ASCII characters but

not (').
Users Displays a list of available users.
Set the Quota Size of guest on  For setting the quota of the specific user on the
the SATA disk SATA disk. In the Set the Quota Size of guest
Administrator password on the SATA disk field, select No Limit or Quota

Size and enter the quota size (MB).

In the Administrator password ficld, enter the
password for logging in to the Storage System
Management. The password is case-sensitive.

NOTE: Maximum number of characters is 8.
Can include any printable ASCII characters but
not ().

After making the necessary changes, click Apply after keying in the
Administrator password for all users in the upper segment or select one
specific user in the lower segment and set his/her quota to No limit or Quota
Size, then key in the Administrator password and click Apply.

When the confirmation message appears, click OK for the changes to take
effect.
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3.5 Shared Folders Page

Displays a list of all currently configured and shared folders and allow you to
add shared folders, change the right of access for users or remove them.

1. Click the Shared Folders button on the Storage System Management
homepage. The following screen appears.

Iy MAS | Users 8 Groups | Shared Folders | Disk Advanced Logout

== Shared Folders

Shared Folders

The shared Falders screens allow wau ta define which users and groups have access ko each shared
folder.

To create additional shared Folders, click Add, To add or remove either user or group access to a
shared folder, select the folder, then click Assign Access, To delete a shared folder, select the Folder,
then dlick Delete.

Shared folders: Users with access:

USBBackup
media
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Add Shared Folder

2. Click Add to create shared folder and the following screen appears.

My MAS | Users B Groups | Shared Folders Digk Achvanced Logout

=2 Shared Folders Shal.ed FO|C|EI‘S

Enter a namne for the shared folder,

Shared folder name | |

3. Enter the name of the new shared folder and click Next.

NOTE: Maximum number of characters is 64. Can include only letters (uppercase and
lowercase A~Z), numbers (0~9), hyphens (=), underlines (_), and dots (.). First character
must be a letter (uppercase and lowercase A~Z). Must not be any of the following
uppercase or lowercase words such as “com1,” “com9,” “Ipt1,” “Ipt9,” “con,” “nul,” “prn,”
“aux,” “homes,” “spool,” “usbdisk1,” “usbdisk2,” “usbprint1,” or “usbprint2.”

Assign Access

4. Select the shared folder whose user access you want to change (add or
remove user).
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5. Click Assign Access and the following screen appear.

My MAS | Users 8 Groups | Shared Folders Digk Advariced Logaut

== Shared Folders Shared F0|der5

Choose the users and groups that should have access to the shared Folder, and specify if the user or
group should have read-only or readwrite access,

Shared folder name |Share

Authorized groups: Unauthorized groups:
[ax

Authorized users: Unauthorized users:
gueskt

tesk

6. Enter the Shared folder name.

NOTE: Maximum number of characters is 64. Can include only letters (uppercase and
lowercase A~Z), numbers (0~9), hyphens (), underlines (_), and dots (.). First character
must be a letter (uppercase and lowercase A~Z). Must not be any of the following
uppercase or lowercase words such as “com1,” “com9,” “Ipt1,” “Ipt9,” “con,” “nul,” *
“aux,” “homes,” “spool,” “ushdisk1,” “ushdisk2,” “usbprint1,” or “usbprint2.”

prn,”
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7. You can Add (specify as Read-Only or Read/Write) users/groups to, as well
as Remove existing users/groups from shared folders.

Delete Shared Folder

8. Select the shared folder you want to remove.

9. Click Delete and the following screen appears.

Iy MAS | Users B Groups | Shared Folders Disk Advanced Logout

= Shared Folders

Shared Folders

The shared folders screens allow you to define which users and groups have access ko each shared
folder.

Ta create additional shared Folders, click Add. To add or remove either user or group accesstoa
shared folder, select the folder, then click Assign Access, To delete a shared folder, select the Folder,
then dlick Delete,

Shared folders: Users with access:

Share | @Max
UsBBackup | quest{CIFS)
media | best{CIFS)

The page at http:#/192 168.1.117:8081 says: (X

Aiye won zure wou want to delets shared folder : Share'?

[T oK ,|[ Cancel

10. Click OK to confirm deletion.
11. After adding, deleting, or assigning access to shared folder, click Apply.

12. When the confirmation message appears, click OK for the changes to take
effect.
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3.6 Disk Page

Allows you to view information about the installed hard disk(s) slot, model,
serial number, size, RAID type, and disk status (shows the RAID rebuilding

percentage).

1. Click the Disk button on your Storage System Management homepage. The
following screen appears.

Iy MAS | Users B Groups Shared Folders Advanced Logout

Disk

Click the Refresh button below ta refresh the disk status,

/y ‘ou can expand the RAID by adding another HOD or migrate the raid level,
Fa Either RAID expansion or RAID migration will not delete storaged data,

Disk configuration:

Disks
slot  Model Serial Number Size Raid Type  Status
1 Hitachi HDT725040%LA380 WFASOORICOFNTE 372GE Single

Refresh

2. Click Refresh to update the status of the hard disk(s) installed in your
storage system.
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3.7 Advanced Page

Provides access to advanced storage system configuration options such as
setting up email alert; upgrading firmware; UPS (uninterruptible power supply),
iTunes/media/printer server, USB backup; viewing information about system
events; and shutting down, reboot, back to zero disk the system remotely.

Alerts

Allows you to set up the storage system to notify up to two people via email if
any problem occurs namely, when hard disk space usage is full, or the upper
operating temperature has been reached, or when USB-UPS’ power level is not
adequate.

To take advantage of this feature, you must have access to an SMTP email
server, either within your own network or through an Internet service provider.

NOTE: In order to be able to send out email alerts, the “Authentication” feature of the
intended email recipient must be disabled.
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1. Click the Advanced button on the Storage System Management homepage.
The following screen appears.

My NAS | Users® Groups | Shared Folders Disk || Advanced || Logout

52 Alerts | Advanced : Alerts

=2 Firrware
2 .r"t IF you want ko send out the mail alert,

== iTunes Server L") Youcan specify a name For your SMTP server only if your network has a DS server

=2 Media Server

[ Send e-mail notifications.

= Printer server

r—E-mail server
== UPS
. SMTP server name or IF
= USE backup address
3 SMTP server authentication
= System log User name
' Password
=2 Shut Down
== Reboot ﬁ Enter a user name and password For your e-mail server only if this is required by your
_ g) e-mail server,
= Back to Zero Disk
—E-mail sender

Sender e-mail address

—E-mail recipients

First e-mail address

Second e-mail address

2. Enter the information about your SMTP email server, sender’s email
address, and up to two email addresses that should receive the notification.
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NOTE:

If your SMTP email server has authentication, enable it and enter the User name and
Password.

The SMTP email server name’s maximum number of characters is 64. Can include only
letters (uppercase and lowercase A~Z), numbers (0~9), hyphens (), underlines (_) and
dots (.).

The sender’s email address’ maximum number of characters is 128.

3. Click Apply.

4. When the confirmation message appears, click OK to confirm.
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Firmware

Allows you to upgrade your storage system to a newer firmware when available
(check with your dealer or reseller).

1. Click Firmware on the Advanced page and the following screen appears. For
additional security, you must enter your administrator password in order to
upgrade the firmware.

> Alerts

Iy MAS | Users B Groups | Shared Folders Disk | &dvanced | Logout

=== Firmware

== Tunes Server
== Media Server
=== Printer server
== UPS

=2 1J56 backup
2= System log
== Shut Down
= Reboot

== Back to Zero Disk

Advanced : Firmware

You rust enter the administrator password bo upgrade the Firrmare,
The whole process time is depended on the file size, Please wait For complete.,

Current Middleware ¥ersion: AG_MAS_Z.7.0,0319-v1.3

Current Flash Yersion: 0,12

Firrniare: file ; | | Bucwse ]

Administrator password ¢ | |

2. Click Browse and select the firmware file
Upgrade x.x.x.xoxx-Vxx.xx.cpio.bz2

(e.g., D:\Upgrade 2.6.1.0118-V0.12.cpio.bz2) from the displayed list (you
can place the Upgrade 2.6.1.0118-V0.12.cpio.bz2 in any folder on the
computer that you prefer).

3. In the Administrator password text box, enter the password.

4. Click Apply.
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5. When the confirmation message appears, click OK to confirm.

hitp://192 168.1.104:8081

f}) Are wou sure you want to upgrade the storage swstem?
o avetem will reboot and Web access will be disconnected .

(0K || Comel |

6. The upload percentage will be displayed.

e s i)

My MAS | Users B Groups | Shared Folders Digk Achvanced Logout

=z Alerks

Advanced : Firmware

=2 Firmware
‘fou musk enter khe administrator password to upgrade the Firmware,

The whole process time is depended on the file size, Fleass wait for complete,
> iTunes Server

Current Middleware Yersion: AG_NAS_2.7.0,0319-¥1.3
== Media Server )
Current Flash Yersion: 0,12

== Prinker server Biiniars e ; iZC_fm_HIZ)\Up@ade_z.?.D.EGI:i[ Fuourss... ]

~ UPS Adrministratar password i******** |
Upload percentage ]

= LUSE backup b P 5 |! |

Size = PORS960 Bybes (9%
= System log

= Shut Down g .

= Reboot

= Back to Zero Disk

7. System will reboot automatically after upgrade has finished.

hitp:if192 168 1 _104:8081
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iTunes Server

Allows your storage system to function as an iTunes server for accessing digital
music files from an iTunes client computer.

1. Click iTunes Server on the Advanced page and the following screen appears.

Iy MAS | Users 8 Groups | Shared Folders Disk | &dvanced | Logout

i Advanced : iTunes Server

=== Firmware i T
‘ou have to enable the server before using iTunes,

== Tunes Server |

[ iTumes Server enabled
== Media Server

=== Printer server
== UPS

=2 1J56 backup
2= System log

== Shut Down

= Reboot

== Back to Zero Disk

———sSssssssssssssssssssssaphm—____—
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2. Click the checkbox iTunes Server enabled and the following screen appears.
Click Re-Scan to synchronize iTunes.

Iy MAS | Users B Groups | Shared Folders Disk Advanced Logout

Alert: 3
| g Advanced : iTunes Server

= Firmware
‘fou have to enable the server before using iTunes.,

. And remember to re-scan the media content bo make itunes synchronized,
= iTunes Server

e MEtiehEe e iTunes Server enabled

= Printer server

== UPS

= LUSE backup
=2 System log
=2 Shut Down

= Rebook

=2 Back to Zero Disk.

e ————

3. Click Apply.
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Media Server

Allow your storage system to function as a media server by specifying the scan
path, selecting the media file type(s), start scanning and afterwards display the
results of the scan, as well as delete and backup media database.

1. Click Media Server on the Advanced page and the following screen appears.

My MAS | Users 8 Groups | Shared Folders Digk | Advanced Logout

> dlerts . Advanced: Media Server

=2 Firmware

—Change Scan Paths

= iTunes Server
* icontent/media

== Media Server hi: Scan Paths

== Printer server

—Media Scan Types

== UPS
ipg brp prg gif
e rmy - mp3 Wna P
== System log mpg avi Wy
== Shut Down
= Reboot l —Media Scan Cankrol

== BacktoZero Disk & media scan can be initiaked using this option,

—Media Scan Details(Previous Scan)

ImageFiles:0 AudicFiles:0 VideoFiles:0 RejectedFiles:0 ScanTime: 0 Seconds

—Media Database Controls

Total number of media items in the database a
The media database can be deleted using this option, Delete Database

R R R R R,
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To change this . .. Do this ...

Change Scan Paths Click Change Scan Paths if you want your
computer to search for media files which differ
from the one currently specified (see step 2).

Media Scan Types Click on the checkbox of the file types on the
list to be included, then click Set Types.

Media Scan Control Click Start Scan to start scanning.

Media Scan Details Displays the result of the latest scan by showing

(Previous Scan) the total number of image files, audio files,

video files, rejected files, and scan time.

Media Database Controls The Delete Database will delete the playlist.

NOTE: After importing the contents into your Muse X-Duo RAID via SAMBA connection,
click Start Scan again.

2. Upon clicking Change Scan Paths the following screen would appear.

Iy MAS | Users B Groups Shared Folders Disk Advanced Logout

> Alerts

Advanced: Media Server

= Firmware

| rChange Scan Paths
= iTunes Server
Browse: [ frontent/media(media)
>z Media Server L
[F [ feontentfUsEBackup(USBBackup}
=2 Printer server I3 feontent/shareishare)
== UPS

= LUSE backup
=2 System log
=2 Shut Down
= Rebook

=2 Back to Zero Disk.

3. Select the desired scan path(s).
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4. Click Apply.

5. When the confirmation message appears, click OK to confirm.

Printer Server

Allow your storage system to function as a printer server when a USB printer is

connected.

1. Connect a printer to any USB port on your storage system.

2. Click Printer Server on the Advanced page and the following screen appears.

== Alerts

2= Firmware

=3 iTunes Server

== Media Server

Iy MAS | Users B Groups | Shared Folders Digk

Advanced : Printer server

Flease inserk USE-Printer if vou enable MMAS as printer server

B sure this printer supports native eps,

[ Printer Server enabled

== Prinker server

== UPS

=2 1J5E backup
== System log
= Shut Down
== Reboot

= Back to Zero Disk

| Advanced | Logout

3. Click the checkbox Printer Server enabled.
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4.

5.

Create a new printer in Windows and the following screen appears.

NOTE: A warning message will appear if no USB printer is connected to your storage
system.

Add Printer Wizard

Welcome to the Add Printer
@ Wizard

Thiz wizard helps you install a printer or make printer
cohhections.

= If you have a Plug and Play printer that connects

_!-r) through a USE port {or any other hot pluggable
port, such az [EEE 1394, infrared, and so on), you
do hiot heed to uge this wizard. Click Cancel o
close the wizard, and then plug the printer's cable
into vour computer or point the printer tosward wour
computer's infrared port, and turn the printer on.
Windows will automatically install the printer for you.

To continue, click Mest.

[ Mext > ]l Cancel |

Click Next and the following screen appears. Select A network printer, or a
printer attached to another computer by clicking on the radio button.

Local or Network Printer
The wizard needs to know which type of printer bo et up.

Select the option that dezcnbes the printer pou want to use:

() Local printer attached to this compuiter

| () & nietwork, printer, or a printer attached to anather computer

- To zet up a network printer that iz not attached to a print zerver,
1 uze the "Local printer”’ option,
g

< Back ][ Next » |I Caricel
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6. Click Next and the following screen appears. Select Connect to a printer on
the Internet or on a home or office network by clicking on the radio button.

~

Specify a Printer
If you don't know the name or address of the printer. vou can search for a printer
that meetz pour needs.

Wwhhat printer do youw want to connect ta?

() Browese for & printer
) Connect bo thiz printer [or to browse for a printer, select this option and click Next)
M arre:

Example: Yhzerversprinter

(%) Cannect b a printer on the [ntemet or an & hame or affice netwark:
URL: http:/192.168.1.25:631/printersfUSB_Printer |

Example: http: #/server/printers/myprinters. printer

I < Back H MNeut > ]I Canhcel ]

7. When setting up the USB printer on your computer, you need to check your
(Muse X-Duo RAID) storage system’s IP address, e.g., 192.168.1.25. Then
when installing the network printer you have to type the URL like as follows
(http://192.168.1.25:631/printers/USB_Printer).

8. Click Next to continue.

9. When the confirmation message appears, click OK to confirm.
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UPS

Allow your storage system to use a USB-UPS as temporary backup power.

1.

Connect a USB-UPS to any USB port on your storage system.

NOTE: When using the USB-UPS and the power level is not adequate (power level
remaining reaches <= 3 % of normal charge), an email alert will be sent to inform you to
shutdown the storage system immediately.

2. Click UPS on the Advanced page and the following screen appears.

>z

el

FE

>z

el

Alerts

Firrmware

iTunes Server

Media Server

Printer server

My MAS | Users B Groups | Shared Folders Digk | Achvanced | Logout

Advanced : UPS

Please insert USE-UPS if you enable UPS, MNAS supports the HID power device standard LIPS,
Press FS ko refresh the UPS power stakus,

[ urs enabled

By

RS

>z

>3

=

>z

>3

USE backup
Swstem log
Shut Down
Reboot

Back to Zero Disk.

66



3. Click the checkbox UPS enabled. The Power status (amount of backup
power available) will be shown.

> Alerts

=== Firmware
== Tunes Server
== Media Server
=== Printer server
== UPS

=2 1J56 backup
2= System log
== Shut Down
= Reboot

== Back to Zero Disk

Iy MAS | Users B Groups | Shared Folders Disk &dvanced Logout

Advanced : UPS

Flease inserk USE-UPS if you enable UPS, MMAS supports the HID power device standard UPS,
Press FS to refresh the UPS power status,

UPS enabled

Power stakus | 36,00 % UPS power is availlable, please be careful,

4. Click Apply.

NOTE: A warning message will appear if no USB-UPS is connected to your storage

system.

5. When the confirmation message appears, click OK to confirm.
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USB Backup

Allow you to backup the contents of your USB storage device to your storage
system.

1. Click USB backup on the Advanced page and the following screen appears.

Wy MAS | Users B Groups | Shared Folders | Disk | Advanced Logout

>3 Hletts Advanced : USB backup

=2 Firmware

i LISE backup ko MNAS
=2 iTunes Server

Administrakor password |

=2 Media Server

= Prinker server

>3 UPS Eject your LSE | &
|

Administrakor password ¢

=2 LUSE backup

=2 System log

= Shut Down 5 |

Criteria of backup available space(s:)

=2 Reboot Administrakor password ¢ | |

=2 Back to Zero Disk

|

2. In the Administrator password text box, enter the password.

NOTE: Maximum number of characters is 8. Can include any printable ASCII characters
but not ().
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3. Click Apply. The backup contents of your USB storage device would be
copied to your storage system on a newly created timestamp folder under
/USBBackup/ and the following screen appears.

The page at http:/f192 1681 1358081 says:

The UEE backup settings were successfully applied.

4. Click OK.

5. To eject your USB storage device in case it is connected to your storage
system, select the USB storage device from the Eject your USB dropdown
list.

Iy MAS | Users 8 Groups | Shared Folders | Disk Advanced Logout

=3 Alerts Advanced : USB backup

== Firmware

. USE backup ta MNAS
= Tunes Server

Administrakor password | |

== Media Server

== Printer server

== UPS Eject your LISE | sda1 v |

=2 USE backup Administrator password ¢ |

== System lag

= Shut Down

Criteria of backup available space(%) :{10 |

== Reboot Administrator password ¢ | |

=2 Back to Zero Disk

e ——————

6. Enter the password again.

69



10.
11.

Click Apply. You can now remove the USB storage device and the
following screen appears.

hitp:#/192.168.1.107:8081

' The USB was ejected successfully.

m,

Click OK.

In the Criteria of backup available space textbox, enter the value (MB) to
change the allocated disk space for backing up to your storage system.
Otherwise do not change it, the default setting of 10 % is suggested.

Enter the password again.
Click Apply.

NOTE: When the total file size is over the limit, the warning message “The disk space is
not enough” appears.
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Download Station

Allows peer-to-peer (P2P) download (BitTorrent file transfer protocol) of
computer files (filename. torrent) from remote location to your storage
system. The download task, percent and speed of download, and seed is
displayed. You can pause/resume or delete the download anytime.

1. Click Download Station on the Advanced page and the following screen
appears.

T

Iy NAS | Users & Groups ' Shared Folders Disk Advanced | Logout

= Alerts

Advanced: DownloadStation

== Firmware This list displays the downloading tasks, You can click Downlaod to stark P2P service,

=2 iTunes Server

= Media Server Uplad fle: | | ]

= Printer server

Download3tation

=% UPS -
Percent Cesdl Download Pause) Delate

Dowrload Task [ Speed Resume

= 1J5E backup

15
% : 2007-07-09B X2 23 728 0
= DownloadStation
s29

£a
&iLsesF20070507[11im  19% 47 s

=2 Gyskem log
=2 Shut Down bigFEsinenotaty He 123 BD.I'S
= Reboot

== Back bo Zero Disk

2. Click Browse and select the file (filename. torrent) to download.

3. Click Download.

NOTE: Click Pause/Resume to pause or resume the download, or Delete to remove the
download.
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System Log

Display a list of events that have occurred on the storage system. Reviewing this
list can help you identify and resolve any problems that you might encounter.

1. Click System log on the Advanced page and the following screen appears.
The date and time of the event, the type of event (I stands for informational,
E stands for error, W stands for warning, and C stands for critical error), and
a brief description of the event are displayed.

Wy MAS | Users B Groups | Shared Folders Disk | Advanced | Logout

=z Blerks

Advanced : System Log

=% Firmware This list displays major system events, You can click Refresh to updats it,

== iTunes Server —Syster Log
= Media Server Type Event
Mar 26 16:44:00 1 Shared folder sdal removed.
=2 Printer server Mat 26 16:42:37 1 USE device copy done.
Mar 26 16:42:34 1 USE device is copying,
> UPS Mar 26 16:29:53 1 Shared folder Share added.
Mar 26 16:21:11 1 Group Max added.
=2 5B backup Mar 26 16:18:15 I User test added.
[Mar 26 15:55:07 1 Administrator logged in,

=2 System log

= Shut Down

=2 Reboot

== Back to Zero Disk

I=Informational, E=Error, W=\Warning, C=Critical Error

2. Ifan event occurs while you are viewing this list, click Refresh to update it.
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Shut Down

To shut down the storage system, you can press the power button on the unit
itself and hold it until the system status and disk activity LEDs start flashing, or
you can shut the storage system down remotely by using Storage System
Management. To use Storage System Management:

1. Click Shut Down on the Advanced page and the following screen appears,
allowing you to shutdown the storage system.

CAUTION: Make sure no one is backing up a disk or using a shared folder before you shut
down the storage system.

Iy MAS | Users B Groups Shared Folders Digk | Advanced | Logout

== Alerts

Advanced : Shut Down

2= Firmware

) ‘o must enker the adminiskrator password bo shut down the storage system,
=% iTunes Server Use this Feature to remotely power down the storage syskem,

== Media Server

Administrator password

2= Printer server

>z RS

Shit Cowin

=2 1J5E backup

== System log

= Shut Down

=2 Rebook

= Back to Zero Disk

2. Enter the Administrator password.

NOTE: Maximum number of characters is 8. Can include any printable ASCII characters
but not ().
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3. Click Shut Down and the following screen appears. Click OK to confirm.

hitp:/f192.168.1_149:8081

2

You are about to shut down the storage systemn. The vsers sl no longer be able to access the shared
folders,perform backups, or recover existing backups

[ Ok ] [ Comel |

4. A message appears indicating that the system is shutting down.

>z

el

FE

>z

el

=

>z

>3

=

>z

>3

Alerts
Firrmware
iTunes Server
Media Server
Printer server
UPs

USE backup
Swstem log
Shut Down
Reboot

Back to Zero Disk.

My MAS

Users B Groups Shared Folders Digk Achvanced Logout

The storage system will now shuk down,

CAUTION: Always shutdown the system in accordance with the instructions above. An
improper shutdown may affect the functionality of storage system in the next startup.
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Reboot

You can reboot the storage system remotely by using Storage System
Management. To use Storage System Management:

1. Click Reboot on the Advanced page and the following screen appears,
allowing you to reboot the storage system.

CAUTION: Make sure no one is backing up a disk or using a shared folder before you
reboot the storage system.

Iy MAS | Users B Groups Shared Folders Digk | Advanced | Logout

== Alerts
_ Advanced : Reboot
2= Firmware
) ‘ou must enter the adminisktrator password to reboot the storage syskem,
=% iTunes Server Use this Feature to remotely rebook the storage system,

== Media Server

Administrator password

== Printer server
== USE backup
== System log

= Shut Down

=2 Rebook

= Back to Zero Disk

2. Enter the Administrator password.

NOTE: Maximum number of characters is 8. Can include any printable ASCII characters
but not ().
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3. Click Reboot and the following screen appear. Click OK to confirm.

hitp:/f192.168.1_149:8081

Yo are about to reboot the storage swstem. The users will not be able o access the shared folders, perform
L~ backups, or recover exiziing backops temporary

[ Ok ] [ Comel |

My MAS Users B Groups Shared Folders Digk Achvanced Logout

=z Alerks

=2 Firmware
> iTunes Server
=2 Media Server
=2 Prinker server
S The storage system will now reboot,
= LUSE backup
= System log

= Shut Down

= Reboot

= Back to Zero Disk

CAUTION: Always reboot the system in accordance with the instructions above. An
improper reboot may affect the functionality of storage system in the next startup.
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Back to Zero Disk

You do not have to press the “reset” button for 15 seconds to go back to zero
disk configuration again. You can use Storage System Management:

1. Click Back to Zero Disk on the Advanced page and the following screen
appears.

Iy MAS | Users B Groups | Shared Folders | Digk | Advanced | Logout

== Alerts
_ Advanced : Back to Zero Disk
2= Firmware
) ‘ou must enker the adminiskrator password bo zero disk reboot the storage swskem,
=% iTunes Server Use this feature to remotely zero disk reboot the storage swstem,

== Media Server

Administrator password

2= Printer server

>z RS

=2 1J5E backup
== System log
= Shut Down

=2 Rebook

= Back to Zero Disk |

2. Enter the Administrator password.

NOTE: Maximum number of characters is 8. Can include any printable ASCII characters
but not ().
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3. Click Back to Zero Disk. A message appears indicating that the system is
rebooting.

The page at http-ff192_ 168.1_11%:8081 says:

Wou are abont to zero disk reboot and re-install the the storage syvstern. A11 the data in the storage will be lost.

| 0K | [ GComcel |

CAUTION: Use Back to Zero Disk only if no hard disk is installed in the storage system. An
improper reboot may affect the functionality of storage system in the next startup.

4. Wait for a while (approximately 3~5 minutes) until the following screen
appears. Click the Click to Configure RAID Profile under the Configuration

URL column.

Available Firmware Version: AG_NAS-2.7.0,031

e ST At He SIora e DISEavETY U
F:iamllvltmnu IP Address MAC Address Software Version Status m MAP Shares

Lligkta
1 {nong) 1921881102 00:40:00:83:27 38 Zerc-Disk Configyre RAID Ayailable
Profile
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The following screen appears. Change the RAID configuration by clicking
the radio button of the available RAID configuration on the CHANGE TO
column under RAID Profiles, then click CHANGE.

SERIAL  [TOTAL SIZE [AVAILABLE SIZE |

|| 1 ||Hitachi HOT7250404L.A380 || VFA3DOR3COAERA || 37238068 IT239GH

: 2 Hitachi HDT?2SD4DVLA380: WFAINORICOKPRE || 372.38 6B 37234968

RAID Profiles

If you want the Raid Type different from current setting. Please select one
and click Change button to change it. After that, you have to reboot again.

NUMBER | ooeome
PROFILE | of | 0o cetting) |STATUS | SiZE CHANGE TO
DISKs |
1] 2 RAID-1 Mone 37238 GB|| O RAIDD CHAMNGE

WARNING: An improper reboot may affect the functionality of storage system in the next
startup.
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3.8 Logging Out of Storage System Management

1.

To log out from the Storage System Management without shutting it down,
click the Logout button.

W
i

W

My MAS

Syskem setting

Metwark setking

| Users 8 Groups Shared Folders Drigk Advanced
My NAS

MMAS Marne; Mas

Middleware Yersion:  AG_NAS_2.7.0.0319-v1.3

Flash Wersion: 0.2

Mac: 004000882747

1B 192.168.1.117

Subrmask: 255.255.255.0

Gakeway IP address: 192,168.1.3
Disk Made: Single
System utilization: 19%: (350M}2,0G)

Diaka utilization: 1% (320K)371GE)
— Conneckions

Shared Folders Users

Login Time
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2. When the confirmation message appears, click OK.

The page at http:/f192 1681 1258081 says:

5:_)_) Lire yom sure you want to log out?

| 0K || Comcel |

3. The following screen appears. You can allow it to stay in the background
and perform other computer task. To use the Storage System Management
later, click Log In.

“ou have successfully logged out, Thank yvou For using our network storage system,
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Chapter 4 Map Shares

Your Storage System Management allows you to map shared folders.

To map shared folders:

1. From the NAS Discovery tool, click the Click to Map under the MAP Shares
column to map shared folders.

Available Firmware Version: AG_NAS 2.7.0,0319)

Upgrade MAP Shares

{Hum [FriendlyName IP Address MAC Address  [Software Version  |Configuration URL

1 Muss_¥-Dup_RAID 1921681102 00:40:d083:37:93 AG_RIAS.3 7.0.0318:V1 3 Click 1o Configura NAS Available LUip-t0-date
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2. The following screen appears. Key in the appropriate information and click
Map.

If";]"mu:us:e thie drive and the WAS samba shage directory that wou want to map;

| 145 Samba Share: 14192168 1 103tmedia | w |
Diive: [E > Reconnect at loznn
Tser Namme: | -|
e |
Shave Neme:  |media@192.166.1.103 | |

Miascimum characters allowed : Tser Name-15. Password-8.

Map || Exit |

e NAS Samba Share: allows you to select which shared folder to connect
e User Name/Password: the shared folder of what you selected

e Share Name: allows you to re-name a preferred share name
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Chapter 5 Using One-Touch Backup

Your storage system allows you to conveniently backup files from a USB
device or memory card into your computer instantly by pressing the One-Touch

Backup button ( L‘_j ).

5.1 Connecting a USB Device

Your storage device has three USB ports. To use the One-Touch Backup
function with a USB device:

1. Make sure you have enabled the USB Backup feature on Storage System
Management (refer to chapter 3 for further details).

2. Connect a USB device to any USB port (*<*) on your storage device.

Muse X-Duoc RAID

Releark Aveeis Never
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3. Press the One-Touch Backup button to start backing up the contents of your
USB storage device to a newly created timestamp folder under
/USBBackup/.

Muse X-Duo RAID

Network Access Sever

SD/MMC/MS

W W e e o e e v wr w we we )|

5.2 Using the Card Reader

Your storage device has a Card Reader. The Card Reader is a small drive for
reading from and writing to removable memory cards (or called memory cards).
The cards supported are MMC (MultiMediaCard), SD (Secure Digital), and MS
(Memory Stick) cards.

Shown next are the appearance and size of each card type for your reference.

Type MMC Card SD Card MS Card

Appearance

MultiMediaCard »

Size 24%x32X1.4 24x32%2.1 21.5%X50%2.8
(mm) (mm) (mm)
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To use the One-Touch Backup function with a memory card:
1. Locate the Card Reader slot (SD/IMMC/MS) on your storage device.

2. Align the card with its connector end pointing to the corresponding slot and
its indentation facing up. Slide the card into the slot until it reaches the end.

Muse X-Duo RAID

Network Access Sever

)
=
o
=
=
o
@

T —p—— |

3. Press the One-Touch Backup button to start backing up the contents of your
memory card to a newly created timestamp folder under /Backup/.
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