AquaBay MZ2-2u 12cm Radiator

P/N : cL-woo021 Application 5.25" drive bay

Limited Liability
These warrantiesreplace all otherwarranties, expressed orimplied including, butnot limited to, the implied warranties of merchantability andfitness for aparticular
purpose.

Thermaltake disclaims all other warranties, expressed or impliedincluding, without limitation,implied warranties of merchantability and fitnessfor a particularpurpose.

16810

Some jurisdictions donot allow the exclusion of implied warranties so thislimitation may notapply to you. All expressedand implied warranties are limited induration to the
limited warranty period. No warranties apply after that period, some jurisdiction donot allow limitationon how longan implied warranty lasts, so thislimitation may notapply
to you.

Limitations of liability, Thermaltake's responsibility under this, or any otherwarranty, implied or expressed, are limited torepair or replacement, as set forthabove. These
remedies are the sole and exclusiveremedies for any breach of warranty. Thermaltake is not responsible for direct, special, incidental, or consequential damages resulting
from any breach of warranty or under any other legal theory including, but not limited to, lost profits, downtime, goodwill, damage to or replacement of equipment and
property, and any cost of recovering, reprogramming, or reproducing any program or data stored in or used with a system containing Thermaltake product. Some
jurisdictions do notallow the exclusionor limitation ofincidental or exclusions may not applyto you.

Extent of limited warranty, Thermaltake does not warrant thatyour product willbe free from design defects orerrors known as" ERRATA".Current characterized errata are
available upon request. This limited warranty does notcover any costsrelating to removal or replacement of any part thatis soldered orotherwise affixed to your system's
motherboard. This limited warranty does not cover damages due to external causes, including accidental, problems with electrical power, usage not in accordance with
product instructions, misuse, neglect, alteration, repair, improper installation, or improper testing. Nor is Thermaltake held liable for any bodily damage that may result

during the installation, maintenance, repair, or is otherwise associated with thisproduct, Thermaltake is free fromany legal actionsthat may resultin death, painand anguish,

Installation

or any otherform of personaldamage that mayoccur by purchasingthis product.
You, the buyer, agree to thiswarranty and its term set withinits expressed andimplied limited warranty. Thislimited warranty gives you specific legalrights, and you may

also have otherright that variesfrom jurisdiction tojurisdiction.

Components checking >>

A. Connects(ID 6.4mm . 9.5mm)
B. AquaBay M2-2U 12cm Radiator
C. Tube(ID 6.4mm UV tube)

Q.S

9.5 mm

6.4mm

(Installed in the AquaBay M1)
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AquaBay MZ2-2u 12cm Radiator

P/N : cL-woo021 Application 5.25" drive bay

Apply AquaBay M2 to BigWater

Attention : Label "in” means inlet / label "out” means outlet

—— ) '
CPU Waterblock
AquaBay M2 - ‘ b 9
2U 12cm Radiator ‘ . o
[ - . : -~ —
> —
Take apart the nut of the Quick Install Connectors fixed on the
With Thermaltake outlet of the Radiator and insert it into the UV tube. Do the
Armor Chassis same action that mentioned above to connect the UV tube with
the inlet of Radiaotor
- J . J
S o © 1
o Radiator
" .|
lOut) —e=—
© [in)———=—
- Liquid Pump
m = Plug the 4-pin power
Yl Figure A Remove the relocate-able front control panel. Insert the mgqﬁgtz_rpc;;tsgv\f;?
m AquaBay M2 into the driver bay's space connector of power
: ) supply.
— B.Upgrade BigWater through AquaBay M2 >>

Step1 : Howto install AquaBay M2 toupgrade your BigWater

Take apart the UV tube connecting Pump and

Take the UV tube from the outlet of AquaBay M2 The combination photo

The BigWater's layout T;kgias\?arie?ogs]zongﬂ:s CP;J Wz:}erblocl; in BE}Wa}er. " and combine the tube with CPU about BigWater and
are shown above (?ut tho quuidp A Use the UV tube from the inlet o Waterblock through Quick Install Connectors(Please AquaBay M2 is shown
quaBay M2 to connect the outlet of the pump see Figure A for detail information) as above.
(please see Figure A for detail information)
J . J - . J
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AquaBay MZ2-2u 12cm Radiator

: cL-woo21 Application 5.25" drive bay

High liquid
level mark

Step 2 :How to fillthe Coolant

Low liquid
level mark

Attention :If theliquid level
is below thelow scale after
insert the power,please
follow the stepsoffilling
liquid to ensurethe optimal
liquid circulation

Fill the Coolantinto

Open the coverof the pump toscale
liquid pump between the lowand

the high scale

Connect the 3-pin
connector of Pump to
motherboard

Release the screwof
the steel plate

A. Check connectors:Before assembling AquaBay M2,please rotateon the compatible QuickInstall Connectors and tube to fityour liquid cooling system.
If the systemapplies to ID9.5 mm QuicklInstall Connectors andID 9.5 mmtube , pleasefollow the steps mentioned below.

Installation

Step1 : Change the original Quick Connectors Step2 : Install ID 9.5mm Quick Install Connectors into AquaBay M2

Screw the original Quick Install Connectors(ID 6.4mm) off Take the Quick Install Connectors(ID 9.5 mm) and rotate them into the

position shown on photo
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P/N : CL-WO0021

UV tube(ID 9.5mm)

Take apart the nut of Quick Install
Connector and insert the nut into the

AguaBay MZ2-2u 12cm

Application 5.25" drive bay

B.Install the AquaBay M2 into your chassis >>

Tighten the nut into the screws of Quick Connectors and the UV
tube can be connected with you Liquid Cooling System

Radiator

Plug the 4-pin power
connector of the fan
into the 4-pin power
connector of power
supply.

Remove the relocate-able front control panel. Insert the
AquaBay M2 into the driver bay's space

AquaBay M2
2U 12cm Radiator

@..

Liquid Pump

QO
b )
—
— C.Combine AquaBay M2 with theother liquid cooling components >>
A ]
—

CPU Waterblock

@ Liquid Tank

Figure B

Youcan install theliquid components
shown below tomake up aliquid cooling
system:

A. Thermaltake AquaBay M2

B. Thermalltake CPU Waterblock
(CL-wo0010)

C. Liquid Pump

D. Liquid Tank

E. ID=9.5 mmtube

F. ID=9.5 mm quickinstall connectors
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